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—— New Respiratory Treatment Program ——

High Flow Heated Respiratory Humidifiers . 2
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Performance Parameter

Performance Parameter

Model No. HF8 HF7 HF6 HF8M
Working Mode HighFlowMode/ LowFlow Mode
Display 5inch Touch Screen
0 Concentration 21% - 100%
Oxygen Control Automatic Automatic BuoyFlowmeterControl| BuoyFlowmeterControl
Flow Setting 2-80L/min 2-70L/min 2-60L/min 2-80L/min
Humidity Range -4~+4. 9 levels
Temperature Setting 29°C~37°C /9 levels
Temperature Accuracy + 2°C
Realtime Monitor Oxygen Concentration, Flow,Temperature, Respiratory Rate,Oxygen Source Pressure,SPO2,Pulse Rate(PR), ROX index
Trend Review 1, 3, 7, 30 days
PresetSingleTherapy Time 0-59h
Accumulated Therapy ® e e e
Total Use Time ¢ ¢ e ¢
Night mode ¢ ¢ ¢ ¢
Warm Standby ° * * ®
Alarms 19 Alarms
Sp02 Optional
Wifi Function Optional
IP classification P22
Dimensions 323mm X225mm X136mm
Weight 3.2kg
Power input 100~240V  AC, 50/60Hz

Note: e indicates with this configuration; — indicates no such configuration
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